
  

    
    
    
    

 

 

Product Data Sheet 20.05.2026 
PET Flakes Colour DS 

The raw material for this product comes from the German municipal collection system, and the strapping 
bands are added according to customer requirements. These bottles go through a processing procedure 
(sorting, shredding, hot washing) with the addition of caustic soda and cleaners. 
 
The testing methods are documented in the Quality management system of Texplast GmbH. The PET 
flakes are not suitable for use within the terms of Regulation VO (EG) No 2022/1616. 
 
Properties Unit Value 
Colour  mix 
Particle size  > 10 mm max. 5 % 
Bulk density  kg/m3 250 
Dust content % ≤ 0.5 
Moisture % ≤ 1.2 

 
Purities   
Polyolefins (PE/PP) ppm ≤ 100 
PVC ppm ≤ 50 
PA ppm ≤ 100 
Paper/labels ppm ≤ 100 
Metal ppm ≤ 50 
Other ppm ≤ 200 
PET Opaque % 5 
PET – Band % According to customer 

requirements 
 

Packaging 

1. Big Bags (Height 240 cm) on one-way wooden pallets (Weight app. 1000 kg per Big Bag) 

2. Silo Truck 

Producer 

Texplast GmbH Tel.  +49 (0) 3494 6517 300 
OT Wolfen Fax. +49 (0) 3494 6517 319 
Andresenstraße 5 www.texplast.de 
D - 06766 Bitterfeld-Wolfen info@texplast.de 


