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Product Data Sheet 20.05.2026 

r+PET CL80 DS 

Our PET Pellets are made from PET flakes of the best quality. Flakes made from PET bottles from the 

“Yellow sack” is used as the base material. The following values are guide values and are usually within 

the specified limits. The values given are based on internal test procedures. We would like to point out 

that all our products are intended for further processing.  

 

The test procedures listed are documented in the Texplast GmbH company's QM system. 

More information and specific offers are available on request. 

 

 

Specification Unit Value Method 

Colour  clear  

Physical status  crystalline  

Intrinsic Viscosity (IV-

Value) 

dl/g 0.76 ± 3 AA-Q-015 (MFI) 

Acetaldehyde ppm ≤ 5 AA-Q-020-024 (GC) 

Colour value   AA-Q-019 (CIE-Lab) 

L*  60 to 66  

a*  -4 to 0  

b*  -3 to 3  

Bulk density Kg/m3 ≈ 800 AA-Q-011 

Weight of 100 Pellets G ≈ 1.8 AA-Q-032 

Dust content % ≤ 0.1 AA-Q-013 

Moisture % ≤ 0.4 AA-Q-014 
 

Packaging 

1. Big Bags (Height 1.50 m) on one-way wooden pallets 

2. Loading to silo truck is possible 

Producer 

Texplast GmbH Tel. +49 (0) 3494 6247 300 

OT Wolfen Fax. +49 (0) 3494 6517 319 

Andresenstraße 5 www.texplast.de 

D - 06766 Bitterfeld-Wolfen info@texplast.de 
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